Big Bullet

O
Low-friction Bullet blocks lead control lines aft. They are

compact and lightweight, with fast trim and release under

UV-stabilized with carbon-black additive for maximum

protection.

Wire Bullet blocks use roller bearings to carry higher loads
and feature Hardkote-anodized Teflon® impregnated aluminum
sheaves for strength and corrosion resistance. Mast exit

blocks with cams used for halyard controls and under

boom mainsheets.
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high or low loads. A range of styles lets these blocks adapt
to almost all control line applications.

Free-rolling Delrin® ball bearings, sheave and sideplates
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Big Bullet
155 Singie 0 %@ 2% B4 15 45 W 10—  — 300 13 2000 @07
126 Single/eckat 1% 38 3% 8 2 57 W 10 — — 300 138 2000 g07
140 Pivoting extty1 50 Cam-Matic™ 1% ¥ 3% ™ 8 27 % 10 — — 300 13 2000 g7
141 Pivating exi385 Carbo-Cam™* 1% B 3% ™ 7 8 % 10 — — 200 91 2000 07
145 singlesshackle 1% @ W 7™ 2 57 % 10 % 5 300 138 2000 G07
147 singlesshackisbecket 1% £ 4 1@ 225 &4 % 10 W 5 300 138 2000 o7
148 Travelr 1% 3@ 4% 108 25 T % 10—  — 300 13 2000 @07
168 Singleewivel 1% @ 3% 8 225 &4 W 10 s 5 300 138 2000 G07
160 singlawivelbecket 1% £ 4 1@ 25 M % 10 Ws 5 300 138 2000 @o7
*#10 (S mmi) AH fastenars
Big Bullet
127 Double 1/, 38 3k 89 425 120 % 10 'k 6 600 272 2000 907
128 Double/becket 1/, 38 4k 114 475 135 % 10 'k 6 600 272 2000 907
120 Triple 1, 38 &% 9 65 184 % 10 'h 6 750 340 _ 2000 907
130_Triple/ecket 1, 38 4% 121 675 191 ___%h 10 ' 6 750 340 _ 2000 _ 907
362__Single/423 Carbo-Cam®/becket 1/, 38 4% 1065 142 Vi 6 Ys 5 150 68 2000 907

*#10 (5 mm) RH fasteners



