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FEATURES

APPLICATIONS
> Primary lead blocks on dinghies and

FEATURES

> Low profile stand-up blocks also available

» Blocks with clevis pin heads have an alloy

Low friction 2-stage ball bearing system
provides: consistent performance over the
full working load range.

» Single blocks are available with swivel head
or 2 way loop head.

» Double & triple blocks are supplied with
shackle and have a 2 way head that can be
fixed at 0 or 90 degrees.

High static and dynamic load capacity
Light weight

>

Double & triple biocks allow the creation of
powerful purchase systems.

Upright lead blocks are available in low
profile fixed or pivoting options.

High Load blocks feature a Nylatron®

in swivel version to allow full articulation
and rotation.

Single block RF30100A has a slotted head
post to allow inverted mounting of the
shackle.

sheave with oversize Torlon® ball bearings

to minimise friction.

Linked blocks are used for barber haulers,

cunninghams and spinnaker pole launching
systems.

catamarans.

» Control lines on larger yachts.

sheave suitable for both rope and wire.

Versatile head fittings.

> RFO15A > RFT078 » RF803
I\ > RF13a-sattie > RF134A - Sude, countrsunk hoes = » 23 - standap Sping Q 4mm (5/62°) pin,  4.8mm (3/16) pin, 6mm (7/32°) pin,
suits swivel blocks  suits double and riple blocks sulls RFS4108, RF4118
I PRODUCT  DESCRIPTION SHEAVEDIAM. MAX.ROPE WAX.WIRE  PINDIAM. MWL BL WEIGHT
G mmo () mmo (m) mmo (n) mmo (o) kg () k() g () PRODUCT  DESCAIPTION SHEAVEDIAM.  MAX.ROPE  PINDIAM. MWL BL WEIGHT
. No. mm (in) mm (n) mm (in) Kk (b) (] () g (o3
(&) Ball Bearing
i m.zmnu Single block, swivl shackls bead 0 (1316 8 (15 4 (62) 0 B0) 70 (1650) M (12 © sl Bearing
| | AR0101  Sge bock, loop head 30 (1316 8 (S16) - - - - 300 (680) 750 (1850) 28 (1.0) RF30100A  Singl block, swivel shackde, sioted post head 0 (13716) 8 (516) 4 (5/82) 300 (660) 750 (1650) 36 (13)
RF30110  Singe block, becket, swivel shackle head 30 (1316 B (516) - - 4 (582) 300 (660) 750 (1650) 40 (14) RF30140  Stand-up, swivel block 30 (1316) 8 (516 - - 300 (660) B00 (1320) 42 (1)
RF30111  Singe biock, becket, loop head 0 (13%) 8 (16 - - - - 300 (660) 750 (1650) M (12) RESOMT Stand-up block 0 (1916) 8 (518) - - 300 (660) 750 (1650) 38 (13)
SR Doute bock, 2-ede shacki heed 0¥ 8 MG - - 5 (V1 40 () %0 Qm) B @8 RFSO284  Linked blocks, S30 & S30 N (16 8 (518 - - 300 (660) 750 (1850) 56 (20)
RF30212  Double block, becket, 2-ais shacki head 0 (1316) 8 (516 - - 5 (Y16 400 (8%) %0 (2000) B0 (28) REO2ES " Linkod Bocke, 530 & 520 0+0 (1316+34) 6 (4) - - 250 (50 S50 (1210) 44 (15)
RE30286  Clw ring bocks N (1¥E) 8 (M6 - - %00 (660) 750 (160) 74 (26)
RF30302  Trpl block, 2-axs shacki head 30 (1316 8 @16 - - 5 (316) 500 (100) 1100 (430) 112 (40)
RF30312  Trple bock, becket, 2-axs shacke head 0 (13%6) 8 (16 - - 5 (¥16) 500 (100) 1100 (2430) 118 (42) RE0322Triple block, ceat, 2-ais shackle head 0 (1916) 8 (516) 5 (4/16) 500 (1100) 1100 (4%0) 176 (62)
@ ioh Loas RF30332  Trpl block, beckel, cea, 2-axs shackie head N (G 8 (515) 5 @16) 500 (1100) 1100 (2430) 180 (63)
igh Loa
@ vioh Load
RF30100HL  Singe bock, swive shackie head 0 (1316 8 (316 8 (8 4 (582) 975 (80) 750 (1650) 28 (10)
RF30101HL  Singe block, loop head 30 (13%6) 8 (16 3 (/) - - 375 (8%) 750 (1650) 28 (L.0) RFSO100AHL Singe block, swivel shackde, sloied post head L (96) 8 (16 4 (682 35 (0) 750 (1650) 36 (12)
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FEATURES APPLICATIONS MATERIALS
» Pivoting lead block RF30174 allows > Upright lead blocks are a low profile » UV, stabilised Acetal shoaves
timming from different positions. for leading halyards or other rig e Ry
i controls back to cleats or jammers.

» Cheek block RF30151 has through-hub
mounting for maximum strength.
> Cheek block RF30151A suis pop rivet

Pivoting version suits controls that need to Alloy sheave versions use Torion® ball
be trimmed from either side of the boat. bearings.

High Load sheave uses self lubricating

Exit blocks minimise friction in lines passing a
mounting. through the deck or exiting masts and Nylatron®.

booms. Available in single or twin sheave Impact modified, fibre reinforced and U.V.
versions. stabilised Zytel® cheeks.

Stainless steel cheek, clevis pin head blocks Grade 316 :.tam\ess steel load straps and
are ideal for spinnaker halyards where head fitting:

speed and minimum friction are important.

PRODUCT  DESCRIPTION SHEAVE DIAM. ~ MAX. ROPE  MAX.WIRE  PIN DIAM MWL BL WEIGHT
No. in) mm () mm (n) mm () k(b)) ko () g (@)
Ball Bearing
RF30151  Cheek block 30 (1416 8 (16 - - - - 300 (660) 750 (1650) 28 (10)
L | RF0151A  Chek block,rivet mount 30 (1316 8 (M8 - - - - 250 (550) 650 (1430) 32 (1)
| REs0I7T1 Uprightead block 30 (1316 8 (1 - - - - 300 (660) 750 (1650) 30 (i1}
RF30174  Pivoling lead block 30 (1316 8 (18 - - - - 300 (660) 650 (1320) 50 (18)
|| Rr30711 Single exitblock 30 (1316 8 (16§ - - - - 300 (660) 750 (1650) 35 (1.2)
RF30721 Double exit block 30 (18 8 16 - - - - 300 (660) 750 (1650) 60 (21)
RF34000  Sheave, allo, Torlon® balls 0 (1316 5 (M - - - - 165 (360) - - 10 (04)
RF34101  Single block, loop head, Acetal sheave, Acea balls 30 (1316 5 (M - - - - 150 (3%0) 700 (1540) 22 (08)
RF34108  Single block, clevis pin head, aloy sheave, Toron® balls 30 (1318) 5 (318) - - 6 (3) 165 (360) 675 (1490) 36 (13)
RF34118  Single block, becket, clevs pin head, alloy sheave, 30 (1316 5 (M6 - - 6 (%) 245 (540) 675 (14%0) 43 (15)
Torion® balls
@ vioh Load
RF30000HL  Sheave, HL Nylaron® 30 (1316 8 (18 3 (1 - - - - - - 6 (0
RFIOISTHL  Gheek block 30 (1516 8 (16 3 (/8 - - 375 (830) 750 (1650) 28 (1.0)
RF30711HL _ Single exit block 30 (1318 8 (516) 3 (18 - - 375 (830) 750 (1650) 43 (15)




